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 200kg, 500kg, 1000kg, 2000kg

�4�Q�F�D�J�G�J�D�B�U�J�P�O�T
Rated Output

Zero Balance

Creep af ter 30 minut es

Nonlinearity

Hysteresis

Repeatability

Temp. effect on output

Temp. effect on zer o

Wir e Length

Wir e Mat erial

Safe Temp. Range

Temp. Compensat ed

Safe Overlo ad

Ultimate Ov erlo ad

Input Impedance

Output Impedance

Insulation R esistance

Rated Excitation

Maximum Ex citation

2.0mV/V±0.1%

±1% o f rat ed output

±0.03% o f rat ed output

±0.03% o f rat ed output

±0.02% o f rat ed output

±0.02% o f rat ed output

�‡��������������o f applied output /ºC

�‡��������������o f rat ed output/ºC

3m

-10ºC t o + 70ºC

-10ºC t o + 40ºC

150%

300%

1100 ohm ± 20 ohm

1090 ohm ± 5 ohm

�ˆ�����������3���U�N�S��(50V DC)

10V DC/A C

15V DC/A C

Red(+E) Black(-E) Whi te(- S) Green(+ S)

Alloy steel construction / stainless steel construction 

(option) 

Mounts to floor or structural support directly

SBST (single ended shear beam stainless steel load 

cell)  installed

Suitable for backage systems and batching systems,etc.  
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